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35 WINDSOR PLACE, NUTLEY 10, NuJ., USA. 


UNITED TO MAKE WORLD'S FINEST 
FOOD SERVICE MACHINI 


WORLD'S LARGEST EXCLUSIVE PRODUCER OF COMMERCIAL TYPE DISH, GLASS, AND SILVER WASHING MACHINES 


LH -6E ON td VIV 


DE LUXE ea AND TANK can now be furnished on all models at small additional cost. De Luxe body and tank includes the 
following: egs, panels and covers made of stainless steel. Wash water standpipe is removed from back of machine and 
installed inside machine with no change in standard body dimensions. 


OAT 
Univecdul dish, glass and silver washing machines are listed as approved by Under- 


writers’ Laboratories, Inc. and National Sanitation Foundation. 


@ SEMI-AUTOMATIC ROLL TOP DOOR TYPE & e @ IMMERSION TYPE 


MODEL B: Maximum hourly capacity 625 dishes, 30 racks, 125 per- 
sons (5 pieces per person). Floor space 20” x 20”, with adjustable 
legs to support weight of dishwasher. 1% H.P. motor; revolving wash 
and rinse; three 16” assorted wire racks; gas, electric or steam heat 
optional in wash tank. Hoods telescope and lock during wash and 
rinse, and wash and rinse cannot be operated at same time. Standard 
hoods will handle dishes 9” in diameter; special higher hoods avail- 
able on special order to handle dishes up to 10/2’ in diameter. Ship- 
ping weight approximately 375 pounds. 


MODEL D: Maximum hourly capacity 1250 dishes, 45 racks, 250 per- 
sons (5 pieces per person). Floor space 24” x 24”. % H.P. motor; 
revolving wash and rinse; four assorted 19%” x 19%” racks; gas, 
electric or steam heai optional in wash tank. Shipping weight approxi- 
mately 475 pounds. 


SEMI-AUTOMATIC DOOR TYPE 


MODEL TC 


MODEL TA3: Maximum hourly capacity 3500 pieces, 80 baskets. 
Three tank dishwasher; first tank pre-scrap, second tank power wash, 
third tank final rinse; equipped with foot operated pre-flush, and 
swing faucet. %4 H.P. motor; gas or steam heat optional for wash and 
final rinse tanks; two thermometers; three immersion baskets, and slid- 
ing drain board. Floor space 674” x 25”. Shipping weight approxi- 
mately 600 pounds. 


MODEL TCR: (Not illustrated) Same as Model TA3, except first tank 
is power wash, second and third tanks are immersion rinse tanks. 


MODEL TC: Maximum hourly capacity 2500 pieces, 60 baskets. Two 
tank dishwasher, first tank power wash, second tank final rinse; 
equipped with foot operated pre-flush and swing faucet. 4 H.P. 
motor; gas or steam heat optional for wash and final rinse tanks; two 
thermometers; three immersion baskets, and sliding drain board. Floor 
space 47” x 25”. Shipping weight approximately 500 pounds. 


AUTOMATIC RACK CONVEYOR TYPE 


ones MODEL HL: Maximum hourly capacity 900 dishes, 45 racks, 90 per- ep D 
sons (10 pieces per person). Model HL for straight through operation; MODEL Y2: Maximum hourly capacity 3750 dishes, 150 racks, 200 to 
Model HLG, three doors, for corner operation. Floor space 22” x 22”. 400 persons (10 pieces per person). Single tank, automatic pawl con- 
2 H.P. motor; upper and lower revolving wash and rinse; three 16” x veyor with exclusive *Swing-Wash, and positive forward drive through 
16” wire racks; gas or steam heat optional in wash tank. Shipping final rinse. Two standard NEMA motors, a 1% H.P. drives wash pump, 
weight approximately 500 pounds. a % H.P. drives pawl conveyor for final rinse; wash and rinse can be 
operated separately; motors vee belt connected to pump and pawl 
MODEL HD: Maximum hourly capacity 1250 dishes, 50 racks, 125 o ao conveyor drive; gas or steam heat optional to heat wash tank; seven 
bee uk persons (10 pieces per person). Model HD for straight through oper- ik — = assorted 19%" x 19%” ladder type racks. Floor space 464” x 28’. 
oh ation; Model HDC, three doors, for corner operation. Floor space 24” n Shipping weight approximately 1200 pounds. 


x 26". %4H.P. motor; upper and lower fixed wash*, upper and lower 
revolving rinse; four assorted 17%” x 17%” assorted racks; gas or 
steam heat optional in wash tank. Shipping weight approximately 
600 pounds. 


MODEL SE: Maximum hourly capacity 2000 dishes, 60 racks, 200 
persons (10 pieces per person). Three doors, two counterbalanced, 
straight through or corner operation. Floor space 25%” x 28)". 
1 H.P. motor; complete draining pump; steam, gas or electric heat 


MODEL J3: Maximum hourly capacity 3750 dishes, 175 racks, 300 to 
500 persons (10 pieces per person). Double tank automatic center 
drive pawl conveyor. Three standard NEMA motors; two % H.P. 
motors, each driving a separated power wash and power rinse; a 
% H.P. motor drives pawl conveyor for final rinse; motors vee belt 
connected to pumps and pawl conveyor drive; steam heat in wash 
and rinse tanks; eight assorted 19%” x 1934” ladder type racks. Floor 
space 58%" x 28”. Shipping weight approximately 1300 pounds. 


MODEL MM3: Maximum hourly capacity 5000 dishes, 195 racks, 400 


optional in wash tank; five assorted 19%” x 19%” racks. Revolving MODEL J3 } 
upper and lower wash and rinse; all interior parts removable by hand to 600 persons (10 pieces per person). Double tank automatic center at | 
I for E. Z. cleaning. Shipping weight approximately 775 pounds. drive pawl conveyor. Three standard NEMA motors; two 1 H.P. at! 
MODEL HL PP PP’ 7 Pp aa F q 
MODEL HD motors, each driving a separated power wash and power rinse; a yy 
MODEL SR: Maximum hourly capacity 2000 dishes, 60 racks, 200 Y% H.P. motor drives pawl conveyor for ay sgi, motors vee he 
connected to pumps and pawl conveyor drivépsteam heat in-wash' an MODEL MM3 


MODEL SR-SD 


persons (10 pieces per person). Three doors, two counterbalanced, 
straight through or corner operation. Single lever operates wash and 
rinse and locks all doors. Lacquered steel top cover and front panel. 
Floor space 25%" x 28%”. 1 H.P. motor, complete draining pump; 
steam, gas or electric heat optional in wash tank; five assorted 1934” x 
19%” racks. Revolving upper and lower wash and rinse; all interior 
parts removable by hand for E. Z. cleaning. Shipping weight approxi- 
mately 800 pounds. 


MODEL SD: Same as Model SR, except with DeLuxe equipment, 
stainless steel front panel, top cover, and thermostatic control of wash 
is standard. 


EXTRA EQUIPMENT 


See back page for extra equipment available. 


NOTE 


All these models feature standard NEMA motors, vee belt connected 
to pump, for quiet operation and ease of service and maintenance. 
Due fo the increasing use of stronger detergents, water softeners, 
acids, efc., we cannot assume any responsibility for corrosion action 
on materials. The specification of stainless steel dishwashing machines 
is recommended, 


MODEL SE 


rinse tanks; ten assorted 19%" x 19%4” ladder type racks. Floor space 
70%" x 28”. Shipping weight approximately Tepe Poynds. 1950 
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RACKLESS CONVEYOR TYPE, NYLON PEG BELT 
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MODEL 2 ZA: Two tank 11’ 10%” long. 


MODELS ZA-ZB-ZC: Model ZA 15’ 612” long; Model ZB 16’ 62” 
long; Model ZC 17’ 7” long. Three tank type, with nylon progres- 
sive belt conveyor holding dishes in upright position. Standard equip- 
ment: Uni-pump and motors, three doors, power wash lines that swing 
out for easy cleaning, steam heat thermostatically controlled all tanks, 
steam booster for final rinse, hot air blower dryer on final rinse, steam 
vent openings, automatic switch to prevent over-carry and jamming 
of dishes on exit end. Special combination of sizes can be furnished 
with additional loading and unloading section space. 


World’s Largest Exclusive Producer of Commercial 
Type Dish, Glass and Silver Washing Machines 


Univeral BRUSH AND SPRAY TYPE GLASS WASHERS 


@ GLASS WASHER 


MODEL GW2: Maximum hourly capacity 2000 glasses. Dual brush 
type glasswasher, with scrapper compartment; final rinse section, and 
sliding drain cover. 4 H.P. standard NEMA motor; two G.B. nylon 
brush units; patented anti-splash guard cover; 15 second automatic 
operated timed rinse. Floor space 41%” x 24%". Approximate ship- 
ping weight 475 pounds. 


@ GLASS BRUSH UNITS 


MODEL GB2: Maximum hourly capacity 2000 glasses. Dual brush 
type glass scrub unit, mounts in soiled dish table ahead of dishwasher. 
Y H.P. standard NEMA motor; two G.B. nylon brush units; patented 
anti-splash guard cover over wash tank; scrapper section with swing 
faucet. Table cut-out 18” x 18”. Shipping weight approximately 260 
pounds. GBI (not illustrated) similar type unit except single brush; 
table cut-out 12” x 12”. 


@ SPRAY TYPE GLASSWASHERS 


MODEL DG: Spray type glasswashers improve glass washing with 
more controlled wash and sanitizing rinse and quicker return of 
glasses to use. After washing and sterilizing, glasses are returned to 
the next distribution station, in the rack without additional handling. 
Made in two sizes, Model DG uses standard 19%” x 19%" wire glass 
racks; Model WG uses standard 16” x 16” wire glass racks. Can be 
equipped with automatic timed wash and rinse control units, and gas, 
electric or steam operated final rinse boosters for complete auto- 
matic operation. 


MODEL GW2 


MODEL GB2 


INTERIOR VIEW MODEL DG 


Health officials and The National Sanitation Foundation are requiring all dishwashing machines 
to have 180° final rinse water. Universal can furnish equipment to boost the usual 140° 
water from present heating source to the 180° required for the final rinse of the dishwasher. 


STEAM OPERATED FINAL 
RINSE WATER BOOSTER HEATER 


ELECTRIC OPERATED FINAL 
RINSE WATER BOOSTER HEATER 


ELECTRIC TIMED 
WASH AND RINSE CONTROL 


MODEL 180 DEG GAS FIRED FINAL 
RINSE WATER BOOSTER HEATER 


(GLASS LINED) 


Three sizes: 5KW, 10KW and 20KW 
rating single and three phase. Can 


A.G.A. approved 50,000 BTU per 
hour input rating. Heavy glass-lined 
corrosion proof 8 gallon storage 
tank. Thermostatic control with safe- 
ty pilot. Can be mounted on new 
dishwashers, or shipped unmounted. 
City, natural or bottled gas. Can be 
used with ‘!niversal Models GW2, 
WG, DG, C38, C48, W, B, D, H, U, 
HL, HLC, HD, HDC, M, E, S, SE, SR, 
SD. Shipping weight approximately 
125 pounds. 


be mounted on new dishwashers, or 
shipped unmounted. Thermostatically 
controlled. U/L approved. 5SKW 
recommended for Universal Models 
C38, C48, W, B, D, HL, HLC, H, HD, 
HDC, WG, DG, GW2. 10KW recom- 
mended for Models M, E, S, U, SE, 
SR, SD; 20KW for Models Y, Y2, J2, 
J3, MM, MM3. Approximate ship- 
ping weights, 5KW 95 Ibs., 10KW 
135 Ibs., 20 KW 270 Ibs. 


applications in the United States and Canada. 


5OM 4-57 Printed in USA. 


DISHWASHING MACHINERY CO. 


For use with power steam, 20 to 50 
PSI recommended. Equipped with 
thermostatic mixing valve control and 
steam trap. Available for installa- 
tion all Universal Models. Two sizes, 


#95, approximate shipping weight 


RETURNS 
DESIGN wiv. 


"Universal Dish, Glass and Silver Washers are manufactured under one or more patents or pending patent 


35 WINDSOR PLACE, NUTLEY 10, NEW JERSEY 


For uniformity of washing and san- 
itizing; for cost saving automatic 
operation; for automatic timing con- 
trol on amount of 180° rinse water 
used; this extra equipment is recom- 
mended on all single tank door 


model dish, glass and silver wash- 


iff machines. 
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